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Technical data 

Construction 	 Length: 	 Approx.	5,000 mm
dimensions:	 Width:	 Approx. 	2,070 mm	
	 Table height: 		  1,000 mm	
	 Height:  	 Approx.	 1,900 mm 
                  	
Product dimensions: 	 Length:  	 100-400 mm 
	 Width: (depends on product) 	 Max. 260 mm	
	 Height: 	 30-170 mm	
	 (other dimensions upon request)

Output: 	 Product-specific

Power supply: 	 230/400 V, 50 Hz

Power consumption: 	 6.0 kW

Air supply: 	 Min. 6.0 bar (ISO 8573-1)

Weight: 	 Approx. 2,200 kg
	
Packaging material:	 Pre-fabricated foil or paper bags (paper with clip 	
	 closure only)

Servo controller: 	 Omron

PLC control:	 Omron

Frequency converter:	 Hitachi

Optional additional equipment:
› “HPD” foil printer for printing plastic clip bands
› Chip-based RFID access authorisation panel
› OPC UA with operating data output
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The GBK 440 packaging machine allows products to be packaged and sealed 
tightly and securely within a single process. The machine’s design meets a wide 
range of customer requirements. Direct-drive product pushers fill pre-fabricated 
bags with pre-grouped baked goods of all kinds. Customers can choose be- 
tween different integrated sealing systems: clip closures, Kwik-Lok® or fused 
seals. A combination of sealing systems is also possible. The product area is 
separate from the drive compartment. The special drive concept allows even 
complex requirements to be met through the use of control technology. 
Cutting-edge sensor systems, control technology and user interfaces lay the 
foundation for the implementation of a wide range of international requirements 
for continuous operation in the industrial production of baked goods. 

Optional: Printer
“HPD” foil printer for printing plastic 
clip bands.

“ABM” automatic bag magazine: 
Bags can be refilled while the  
machine is running.

Transverse crosswise infeed 
With turning device for half loaves of 
bread.

Product pusher with vacuum  
system: The excess air is sucked  
out of the bag before it is sealed.

Custom version: Available with a 
choice of sealing unit, clip closure 
or Hartlok. Works with the venting 
system to complete the entire  
product packaging process inside 
the machine.

“Jet filter” 
self-cleaning vacuum filter
Cyclical jets of compressed air  
clean the filter elements.
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		 The GBK 440 packaging machine at a glance
	 ›	Switch-off mechanism when the last bag is drawn from 	
		  the bag stack
	 ›	Pulse-controlled bag opening and inflation system
	 ›	Bag pick-up (with vacuum)
	 ›	Sterile filter to sterilise the compressed air that comes 
		  into contact with the product 
	 ›	Vacuum-pressurised product pusher for bag suction
	 ›	Self-cleaning vacuum filter
	 ›	Stepless vertically and horizontally adjustable spreader 	
		 plates with quick closure
	 ›	Integrated sealing unit
	 ›	Depending on sealing unit, may also include double  
		 magazine roll for closures


